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26-LINE RIBBON CABLE 
CONNECTS BREAKAWAY 
INPUT PCB TO MAIN PCB 



ROUTE THIS GROUND 
TO ‘A’ GND AT 
Jl — 2 INPUT CABLE 



ROUTE THIS GROUND 
TO *P" GND AT 
HEAT SINK COMMON 
BETWEEN CH A AND CH B 



CHANNEL- 1 




5. Jl 04, J204 ARE CONNECTED PIN TO PIN BY 13-LINE RIBBON CABLE. 

4. PART NUMBERING SCHEME 

PARTS IN COMMON TO BOTH CH: 1-99. CH 1 PARTS 101-199, CH 2 PARTS 201-299. 
3. COMPONENTS MARKED WITH A ARE SAFETY CRITICAL PARTS. 

2. COMPONENTS WITH VALUE PREFIXED WITH A ’ A1 REPRESENT SMT COMPONENTS. 

1. THIS DRAWING USED IN CONJUNCTION WITH ASSEMBLY WP-000851-00 

NOTES: UNLESS OTHERWISE SPECIFIED 
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WP-000850-00 


RMX 850 


NEXT ASSY 


USED ON 


APPLICATION 



UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES. 
DIMENSIONS PER ANSI Y1 4.5-1 982 
TOLERANCES ARE: 

DECIMALS DECIMALS ANGLES 

.XX ± .XXX ± ° 

DEBURR EDGES .XXX R MAX 

MATERIAL — - — 
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AC INPUT, LOW (ALL) 



CIRCUIT BREAKER 
USA: 10A-125V 
EUROPE: 5A-250V 



I EC AC INLET 

lineP— 

NEUT - 2 — 
GND -3— 



A 

_JSW JP1_2 
TO POWER SWITCH 



U-l CORE POWER TRANSFORMER 
NOTE SPLIT SECONDARY WIRING 
FROM EACH LEG TO EACH CHANNEL 



RECTIFIERS BR100, 200 AND Cl 27-227 ARE 

_ LOCATED OFF THE MAIN PCB, MOUNTED _ , 

| TO CHASSIS. | 
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MUTING AND THERMAL PROTECTION. 
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TO DC FAN 
J18:2 



20 VAC TO FAN POWER RECTIFIER 



28V PRI-SIDE DC FAN SUPPLY 



C6 + 
1000 -35V = 



NOTES: UNLESS OTHERWISE SPECIFIED 
8 



SIZE 

D 


FSCM NO. 


DWG NO. 

SH— 000850— 00 


REV 


SCALE 


NONE |CAD RLE NO. s H 0850R3.sch | SHEET 3 0 F 3 





SH— 000850— 00, 





